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PHYSICAL DESCRIPTION OF PROPOSED POOL

pool type: inground, residential 0

pool perimeter: 80'- 0"

pool area: 400 square feet

maximum water depth: 4'- 6"

minimum water depth: 4'- 6"

waterline depth: 0'- 6"

-the proposed pool shall be constructed with shotcrete floor

and walls.

-an automatic safety cover shall be the 'eclipse' model from

Coverstar, to include stainless steel track for hydraulic cover

and shall be hidden beneath the coping.

- track width and length: 20' x 20'

- unit type: underguide

- fabric and rope: ultra guard 3

- power: standard electric

-there shall be 6 inches of tile installed below the cover track

around the perimeter of the pool.

-the interior finish of the pool shall be eco finish.

-spa equipment location is next to other exterior utilities on the

south side of the home.   The pad is 10' x 5' for a total of 50 sf.

-pool shall have a 1'- 6" bench for egress along two sides.

-grounding loop system shall be a 2' continuous bonding grid of

#4 rebar at 12" on center in both directions.

PHYSICAL DESCRIPTION OF PROPOSED SPA

spa type: inground, residential 0

spa perimeter: 32'- 0"

spa area: 64 square feet

maximum water depth: 3'- 6"

minimum water depth: 1'- 6"

waterline depth: 0'- 6"

-the proposed spa shall be constructed with shotcrete floor

and walls.

-an automatic safety cover shall be the 'eclipse' model from

Coverstar, to include stainless steel track for hydraulic cover

and shall be hidden beneath the coping.

- track width and length: 8' x 8'

- unit type: underguide

- fabric and rope: ultra guard 3

- power: standard electric

-there shall be 6 inches of tile installed below the cover track

around the perimeter of the spa.

-the interior finish of the spa shall be eco finish.

-spa equipment location is next to other exterior utilities on the

south side of the home.   The pad is 10' x 5' for a total of 50 sf.

-spa shall have a 1'- 6" bench for egress along all sides.

-grounding loop system shall be a 2' continuous bonding grid of

#4 rebar at 12" on center in both directions.
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OLEKSIW RESIDENCE

Note: This drawing is a conceptual design for planning purposes only, it is not a construction document.  All locations & field placements to be verified by Outdoor Environments Group.
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